
Downtown Circulator Implementation Plan 

 55 Multisystems 

 Table 4-4:  Circulator Headways and Vehicle Requirements – Peak Season 
  Peak Season (5 months) 
  Headway Cycle Time Buses 
  Sat. Sun. M/T W/Th/F Sat. Sun. M/T W/Th/F Sat. Sun. M/T W/Th/F

White House/Capitol Route - Clockwise 
8-10a 10 10 5 5 70 60 65 65 7 6 13 13 
10a-1p 3.5 4.5 4.5 4 70 68 72 68 20 15 16 17 
1p-5p 3.5 4.5 4.5 4 70 68 77 76 20 15 17 19 
5p-7p 5 5 5 5 70 65 75 75 14 13 15 15 
7p-9p 10 10 10 10 60 60 60 60 6 6 6 6 

White House/Capitol Route-Counter Clockwise 
8-10a 10 10 5 5 60 60 65 65 6 6 13 13 
10a-1p 4 5 5 4 68 60 75 72 17 12 15 18 
1p-5p 3 3.5 4 3.5 66 63 76 74 22 18 19 21 
5p-7p 3 4 4 4 66 60 76 76 22 15 19 19 
7p-9p 10 10 10 10 60 50 60 60 6 5 6 6 

Monuments Route 
8-10a 8 10 10 10 32 30 30 30 4 3 3 3 
10a-2p 4 5 5 5 32 30 30 30 8 6 6 6 
2p-8p 3 4.5 4.5 3.5 30 32 32 32 10 7 7 9 
8p-9p 4 5 5 5 28 25 30 30 7 5 6 6 
9p-11p 5 5 5 5 25 25 30 30 5 5 6 6 

North-South Route 
8-10a 10 10 5 5 40 40 35 35 4 4 7 7 
10a-4p 10 10 5 5 40 40 40 40 4 4 8 8 
4-7p 10 10 5 5 40 40 45 45 4 4 9 9 
7p-9p 10 10 10 10 40 40 40 40 4 4 4 4 

K Street Route 
8-10a 10 10 5 5 60 60 75 75 6 6 15 15 
10a-4p 10 10 5 5 70 70 75 75 7 7 15 15 
4-7p 10 10 5 5 70 70 80 80 7 7 16 16 
7p-9p 10 10 10 10 70 60 70 70 7 6 7 7 
Total       63 51 68 74


